PRODUCT BULLETIN ) GYPSUM WALLBOARD " BULLETIH NO: B-5

GYPSUM PRODUSTS 5/8" — REGULAR DATE: 10/8/6.,
PAGE: 1of 2
CANCELS : B-5
DATE:

PRODUCING PIANTS: 1OKG BFACH, ANTIOCH, SEATTLE, ROSARIO, JACKSONVILLE, DETANCO

Core Forrmla:

(Lbs.Ad sq.9t.)

long Beach
Board Siuceo (S5-1 “‘1700—1850 1700-1850 1700-1850 1750-1900 1750-1200 1730-1%C0

S-2

Paper Fiber (B-G-1) 20-23

Starch (RM-B-11) 9-12.,5

Core Foaming Agent:

Resin (B-G-1)

A1S  (B-g-1) S0.,2-1.4
A (B-G-1) -
Ligain (B-G-1) 2.5-3.5
End Trim (B-CG-1) 20-35
Potassium Sulfate 0.5-2,0
{B-g-1)
Reterder (B-G-1) Hone
Hydmted Lims 0-1.0
R.i-P-3)
Paper Tinzra: dManils ard Gray
OPERATING SPECIFICATIONS {Refe
1. Blurry Seiting Tire, minutes

JackEon—

Antioch Seattle Rogario ville Dalonao

20~

25 20-25 20-25 20-25 20-23

Q- a.12.5 9.12.5 a-12.5 G.12.5

- 0.8-3.3 - - - .
- - Q.2-1.4 0.2-1.4 0.2-1.24
o
Tl 5 5,0-7,0 2,3=3.5 2.5-3.5 5.0-7.0
-35 20-33 Hone 20-35 20-35
é25—2.0 0.3-2.0 Hone 0.5-2.0 0.5-2.0
cne ¥onz 0-0.5 Nome Mons
0=1.0 0-1.0 0-1.0 0-1.0 0-2.0

‘oack Paner

KG2000857



PRODUCT BULLETIN )
GYPSUM PRODUCTS

GYSPUM WALLBOARD
5/8" - REGULAR

BULLETIN NO: B-5

DATE: 10/8/64
PAGE: 20f2
CANCELS: B-5
DATE: 1/29/62

PRODUCT SPECIFICATIONS: Refer to Product Bulletin B-G-4 for General Specifications)

Wet Weight (Ilbs/MSF)
Dry Weight (Ibs/MSF)
Evaporation Loss {Ibs/MSF)

Thickness = Average  (inch}
Thickness ~ Individual reading (inch)
Edge Hardness at Toke-Off {bs.)
End Peel after sawing, (inch)

Flexural Strength, min.

Across grain (Ibs.)

Parallel (Ibs.)
Deflection at Break, min.

Across grain (inch)

Parallel {inch)
Punch Test (!bs.)
Twist Test, max. split

Face {inch)

Back (inch)

Hammer Loss Test, decigrams
Individue! Test, max.

Bond ot High Humidity, max. peel
Face {inch)
Back (inch)

Al PlaoTs

lorg-Beach, Antiech,

E=Seattle

3480 - 3780

2300 - 2450
Average 2375

1150 - 1350

ALCPLANTS
605 - 630

+ .010 from average
6.5 minimum

1/8 maximum

165
62

0.25
0.15

900 -~ 1500

3/4
3/4

5.0

1/2
1/2

Jacksonville

& Resazio

3575="3550

246052600

7

1 1561350

OCn Board made for the KG pane! system, print on 1/8" line on the grevbock side of the Boord.
Locate the line 1.5 inches from one edge to the center of the line.

KG2000858



